Plumbing

ASTM D1785/D2665 SCH. 40 PVC
PRESSURE/DWV PIPE & ASTM D1785
SCH. 80 PVC PRESSURE PIPE | Solvent Weld

Our ASTM D1785 Solvent Weld PVC Pipe product line is manufactured to meet the needs of
residential, commercial, & industrial plumbing systems, and other pressure applications. With
top quality raw materials and modern processing technology, our ASTM D1785 pipe meets all
industry standards in addition to our own rigorous quality control standards.

For sizes 1¥4" and larger, our ASTM D1785 Schedule 40 pipe is also dual rated to ASTM D2665
for DWV applications. This gives the designer, installer, and end user the flexibility of one
product for two distinct applications. Westlake Pipe & Fittings produces ASTM D1785 Solvent
Weld pipe in both solid wall and various perforated styles.

SHORT FORM SPECIFICATION
Pine Standard: ASTM D1785 & ASTM D2665** ASTM D1785
P ' Sch. 40 Sch. 80
Applications: Water, DWV** Water
Diameter Std.: Iron Pipe Size (IPS)
Nominal Sizes: "3 1 1Y, 12", 2, 212", 3%, 47, 57, 67, 87, 107, 127, 14, 167, 18", 207, 24"
Pressure Ratings: See Next Page
Length: 10" or 20°
Color: White Gray
. . *JAPMO Uniform Plumbing
Pipe Compound: ASTM D1784 Cell Class 12454 Code listed products must be
Pipe Joint Std.: ASTM D2672 requested at time of order.
**Sizes 12", ¥4, 1" & 5" are not
Solid Wall Plain End (M x M) included in the ASTM D2665
Pine Options: Solid Wall Bell End (M x F) DWV pipe standard.
peptions- 2 Hole Perforated Bell End (M x F) (Sch. 40 Only) o
3 Hole Perforated Bell End (M x F) (Sch. 40 Only) @ b;{,ﬁ;i,,g%;f
Certifications. NSF 14 & NSF 61 Mark are Certified
' IAPMO Uniform Plumbing Code* %
Installation Std.: ASTM D2774 & ASTM D2855 @

USE OF PVC PIPE IN EXHAUST SYSTEMS

WARNING: Failure to follow these instructions exactly could result in serious injury, death, or property damage.

WARNING: Flue gas temperature should not exceed 140° Fahrenheit. PVC pipe exposed to temperatures higher
than 140° Fahrenheit may melt or change shape, resulting in leakage of exhaust fumes and property damage.

WARNING CARBON MONOXIDE POISONING HAZARD: Vent pipe must be properly installed in accordance
with all local and national plumbing and HVAC installation standards and codes.

Westlake Pipe & Fittings assumes no responsibility for equipment installed in violation of any code or regulation. ‘
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ASTM D1785/D2665 SCH. 40 PVC PRESSURE/DWV PIPE
ASTM D1785 SCH. 80 PVC PRESSURE PIPE | Solvent Weld

T
1
I}

)

oD

Notes:

1. These dimensions are for estimating purposes only. All dimensions are in inches unless

otherwise specified.

2. ASTM Pressure Rating @ 73°F and includes 2:1 safety factor.

3. Internal diameter calculated using nominal outside diameter and minimum wall thickness.

D1785 PIPE DIMENSIONS & PERFORMANCE
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18" 18.000 Sch. 40 130 0.562 16.876 19.246 [488.8] 12.000
20" 20.000 Sch. 40 120 0.593 18.814 21.322 [541.6] 12.000
24" 24.000 Sch. 40 120 0.687 22.626 25.531 [648.5] 12.000

www.westlakepipe.com
©2026 Westlake Pipe & Fittings  All rights reserved  PL-PS-001-US-EN-1026.1

Westlake

Pipe & Fittings



Plumbing

PRODUCT SPECIFICATION

ASTM D1785/D2665 SCH. 40 PVC PRESSURE/DWV PIPE
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D1785 SCH. 40 PIPE PERFORATION PATTERNS

Nominal Perforation Circumferential Longitudinal Hole Diameter Inlet Area

Size Rows Hole Spacing Hole Spacing (in) (in) (in?/ft pipe)
2 2 120° 5.000 0.500 0.942
3 60°-60° 5.000 0.500 1414
6 2 120° 5.000 0.500 0.942
3 60°-60° 5.000 0.500 1414
g 2 120° 5.000 0.500 0.942
3 60°-60° 5.000 0.500 1414

2 Hole Pattern S 3 Hole Pattern -
www.westlakepipe.com WeStla ke

©2026 Westlake Pipe & Fittings  All rights reserved  PL-PS-001-US-EN-1026.1 P|pe & F|tt|ngs



